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Features

Double-Wall, Side  

Access Door

Standard Unit 

Pre-Filters

Fully Insulated Channels

Intermediate Nailer Strip with 

Galvanized Steel Flashing for 

Easy Roofing

No Exposed Fiberglass  in 

Supply Airstream

Maximum Final Filter 

Face Area for Low Static 

Pressure Drop

Ductwork Transitioned 

Back to Standard Factory 

Dimensions

All Welded Construction

Final Filter Curb 

Ships In One Piece

Final Filter Curbs provide solutions 

to special filtration specifications!



Notes:

(1) Typical static pressure losses are based on 500 F.P.M 

face velocity. Actual face velocities will vary.

(2) Recommended final resistances are typically 2x initial 

resistance. System design may dictate lower change-

out point.

Typical Performances
Standard Features

• Access Door

• All Welded Construction

• 1”, 2” or 4” Slide-in Racks

Options

• Vibration Isolation Curb

• Metal Building Curb

• Pitch Corrected Curb

• Retro-Mate Adapter Curb

• Curb Extension

• Return Air Filtration

• HEPA Filters

• Diffuser

• Doors on Both Sides

1” Racks can be used with 

Cartridge (6” or 12”), Bag 

or Carbon Filters

(for factory curbs)

Standard Curb Extension Retro-Mate

Applications

Filter Type Depth Efficiency MERV
Initial 

Resistance

Pleated 4” 25-30% 6-7 .27

Cartridge 12” 60-65% 10-11 .48

Cartridge 12” 80-85% 12-13 .65

Cartridge 12” 90-95% 14-15 .70

Bag 22” 60-65% 10-11 .26

Bag 22” 80-85% 12-13 .43

Bag 22” 90-95% 14-15 .64

Carbon 12” ---- ---- .38
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SPECIFICATIONS

•Prefabricated Final Filter Curb to be manufactured of prime 

galvanized steel construction, 18 or 14 gauge as required, meeting 

ASTM A-446, 525 & 527, with welded corners and with seams joined 

by continuous water and air tight welds. 

•All areas in contact with supply air shall have double wall solid 

construction with a 20 gauge galvanized steel liner.

•Final Filter Curb shall have double-wall, side access door with 

heavy-duty latch or locking system.

•Final Filter Curb shall include intermediate wood nailer strip with 

galvanized steel flashing located below filter access door.

•Final Filter Curbs shall be insulated with 1 ½” thick 3 lb density 

rigid fiberglass insulation and internally reinforced with T-bars 36" on 

center.

•Final Filter Curb filter racks shall be constructed of heavy gauge, 

G90 galvanized steel and accommodate standard size 12” deep 

cartridge style filters with 1” perimeter header frame.

•Final filter area of roof curb shall be an air-tight plenum with bottom 

opening to match factory duct opening size.

Final Filter Curb to be ThyCurb Final Filter Curb as manufactured by 

ThyCurb Fabricating division of ThyBar Corporation, or approved 

equal

Final Filter Curb


